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INSTRUCTIONS

Detailed requirements for developing a subdivision can be found in the
Carbon County Development Code online at carboncountyutah.com. Find
DEPARTMENTS, then PLANNING & BUILDING, then DEVELOPMENT
CODE. Please familiarize yourself with ALL applicable sections of the Code.

1. Refer to the enclosed Resolution No. 96-1; use Section I to prepare subdivision plans in
accordance with County Standards.

2. Use Sections II and III to determine likely road requirements for your project.

3. Refer to the attached drawings, 1 through 11. Determine the appropriate type of roads
for the project and use the specifications shown.

4. Plats (including roads) will be discussed during the approval process at both the Planning
Commission and the County Commission meetings, where final recommendations for
improvements will be made.

5. Subdivisions usually require street signs. The developer will be responsible for naming
roads and purchasing street signs, with the approval of the County. Signs can be ordered
through:

SAFETY SUPPLY AND SIGNS
Chris Smith, Sales Rep.
1-800-999-9874

6. Questions regarding road standards should be referred to the County Road Department at
636-3268, or the County Engineer’s Office at 636-3231.






B. Lot Sizes. All lots shown on the subdivision plat must

conform to the minimum requirements of the Zoning Ordinance for the
zone 1in which the subdivision is located.

C. Lots Must Abut On Public Streets. Each lot shall abut on a
street dedicated by the subdivision plat or an existing publicly
dedicated street, or on a street which had become public by right
of use and is at least fifty (50) feet wide, except when approved
by the Planning & Zoning Commission as mountain home or planned
unit development. Interior lots having frontage on two streets

shall be prohibited, except where topographic conditions make such
design desireable.

D. Corner Lots. Corner Lots shall have extra width sufficient
for maintenance of required building lines on both streets.

- :.,_
E. Angle of Lots. Side lines of lots shall be approximately at

right angles, or radial to the street line, except where
topographic conditions make it advisable to have side lot lines
deflect at sharper angles.

F. Parts of Lots. All remnants of lots below minimum size left
over after subdividing of a larger tract must be attached to
adjacent lots rather than allowed to remain as unusable parcels.

Locked Gates/Restricted Access: Access to residential, commercial,
or industrial lots and property may be restricted to owners,
léssees, employees, and public officials by the installation of
locked gates after first executing a legal document acceptable to
Carbon County for the purpose(s) of security, privacy, or the
preservation of land, water, or wildlife. The legal document shall
absolve Carbon County of any and all construction, maintenance, Or
liability for the restricted access. The document shall be
recorded in the office of the County Recorder. In all such cases,
Carbon County shall reserve the right of ingress and egress for

police, fire, ambulance, emergency, planning, and building
inspection services.

SECTION III

Definitions:

Class A Road: A road as shown on the Official County Road map,

which is owned and maintained by the State of Utah as part of the
State Road System.

Class B Road: A road as -shown on the Official County Road Map as

part of the primary County Road System and maintained by Carbon
County.




Class 3 Road: A public road as shown on the Official County Road
Map as a minor County accessway and maintained by a private

individual or individuals as evidenced by a recorded legal
document.

Designated County Road: A road shown on the Off1c1al County Road
Map as a Class B, D, or 3 road.

Class D Road: A road as shown on the County Class D/UCA 27-12-89
road map and as defined by the State of Utah.

Approved - Private/Common Drive: A privately owned vehicular
accessway over which access is or can be denied to the public,
serving up to 3 residences as approved by the site plan committee
or which has received approval* by the County.®Planning & Zoning

Commission, and County Comm1551on and has been so designated on the
Official County Road Map.

Restricted access road: A privately owned and maintained travelway
which may be closed to the general public, but is accessable to

public officials for emergency, police, planning, assessment, and
inspection services.

SECTION IV

The following widths, standards, specifications, and drawings are
a part of this resolution and shall be the minimum standard for

curb, gutter, sidewalk, and roadway construction in Carbon County,
Utah:

Pages 1-11, Official drawings prepared by the Carbon County
Engineers Qffice.

Passed and signed this ;;2 / day of éi .__,1996, by the Board
of Carb ty Commissioners, Carbon County, tah.

Nel%/ﬁrelnhoft/ Chalrman
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Rural Arterial Paved Road Specification
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CARBON COUNTY ENGINEERING DEPT.
COURTHOUSE BUILDING 120 EAST MAIN PRICE, UTAH 84501

Road Standards Class B

DESIGN EH JAN. 12,1996

CHECKED NH JAN. 12,1996

DRAWN NH JAN. 12, 1996

CHECKED EH JAN. 12,1996

SCALE 1™: 10’
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MOBILE / RV PARKS
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CARBON COUNTY ENGINEERING DEPT.
COURTHOUSE BUILDING 120 EAST MAIN PRICE, UTAH 84501

Road Standards Class 3

DESIGN EH JAN. 12, 1996 CHECKED NH JAN. 12, 1996

DRAWN NH JAN. 12, 1996 CHECKED EH JAN. 12,1996

SCALE 1%: 5*



PRIVATE COMMON DRIVES
(SURFACED)
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Note: Concrete curb and gutter shall be 30 inches wide. Contraction joints shall be every
10 feet, and expansion joints with filler material shall be every 30 feet. Concrete sidewalk
shall be a minimum of 4 feet wide and 4 inches thick, except at at driveways which shall be Road Standards Class 3
6 inches thick. Contraction joints shall be every 4 feet and expansion joints with filler
material shall be every 32 feet. All concrete shall be class AA (AE) 6.5 bag mix water DESGN EH JAN. 26, 1996 CHECKED NN AN, 26. 1996
cement ratio maximum 5.0 gallons/sack. Type Il or Type V Portland Cement shall be used. Py pr——— 26' —

All sidewalks surfaces shall receive a straight broom finish texture. A
‘ SCALE 1°: 5 DRAWING NUMBER

COURTHOUSE BUILDING 120 EAST MAIN PRICE, UTAH 84501
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Rural Gravel- Local
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CARBON COUNTY ENGINEERING DEPT.
COURTHOUSE BUILDING 120 EAST MAIN PRICE, UTAH 84501

Road Standards Class B

DESIGN EH JAN. 12, 1996 CHECKED NH JAN. 12, 1996

DRAWN NH JAN. 12, 1996 CHECKED EH JAN, 12, 1996
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CARBON COUNTY SUBDIVISION ROAD STANDARDS
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Note: Concrete curb and gutter shall be 30 inches wide. Contraction joints shall be
every 10 feet, and expansion joints with filler material shall be every 30 feet.
Concrete sidewalk shall be a minimum of 4 feet wide and 4 inches thick, except at at
driveways which shall be 6 inches tinck. Contraction joints shall be every 4 feet and
expansion joints with filler material shall be every 32 feet. All concrete shall be
class AA (AE) 6.5 bag mix water cement ratio maximum 5.0 gallons/sack. Type Il or
Type V Portland Cement shall be used. All sndewal.ks surfaces shall receive a straight

broom finish texture. .
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CARBON COUNTY ENGINEERING DEPT.
COURTHOUSE BUILDING 120 EAST MAIN PRICE, UTAH 845Q1

Road Standards Class B

DESIGN EH JAN. 12, 1996
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DRAWN NH JAN. 12, 1996

CHECKED EH JAN. 12, 1996
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Rural- Local
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CARBON COUNTY ENGINEERING DEPT.

Pedestrian COURTHOUSE BUILDING 120 EAST MAIN PRICE, UTAH 84501

6" Min. Compacted Crushed Gravel Road Standards Class B
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